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DIMENSIONS, MATERIAL, SPECIFICATIONS AND 

WRITTEN PERMISSION OF DORMAN PRODUCTS 
TOLERANCING PER:  ASME Y14.5M 1994
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PROPRIETARY AND CONFIDENTIAL

Phone: (215)-997-1800
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DORMAN PRODUCTS
AND PERFORMANCE OF THE PRODUCT, WHICH IS VENDOR IS RESPONSIBLE FOR FUNCTIONALITY 

UNLESS OTHERWISE SPECIFIEDDIMENSIONS ARE IN MILLIMETERS- USE THIS SYMBOL     (TRIANGLE) TO IDENTIFY ANY KEY CHARACTERISTIC
- USE THIS SYMBOL       (DIAMOND) TO IDENTIFY ANY CHARACTERISTIC RELEVANT TO FIT AND FUNCTION
- USE THIS SYMBOL       (SHIELD) TO IDENTIFY ANY CHARACTERISTIC RELEVANT TO SAFETY OR COMPLIANCE  TO SAFETY REGULATIONS

ZINC PLATED COMPONENTS TO BE PLATED PER ASTM B633-07, SERVICE CONDITION SC2, TYPE II, CHROMATE USING TRIVALENT CHROMIUM.  
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REVISIONS
REV. DESCRIPTION DATE APPROVED

A INITIAL RELEASE 9/19/12 APR

NOTES:THERE SHOULD BE A MINIMUM OF 6 LAYERS 1. OF FABRIC IN EVERY PART.INTERNAL FABRIC PATTERN IS LINEAR WITH 2. 1.5mm SPACING BETWEEN STRANDS.

PERFORMANCE AND DURABILITY CRITERIA

ITEM CRITERIA DESCRIPTION CRITERIA REQUIREMENTS KEYFUNCTIONAL SAFETY
1 HARDNESS 30-40 SHORE D
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