
JD8040 PT27-0001

Chrysler vehicles 1962-1972 (27-6546), 1975-1988 (27-6542)

Whine or growl noises.
Poor steering return.
Hard steering or lack of assist.
Binding in steering or leakage.

Sticking Power Piston or
restriction in Control Valve Body.

Disassemble Control Valve Body.
Clean & inspect all parts. Flush
system thoroughly and bleed
according to manufacturers
specifications.

NOTE: Control Valve body  
may not be supplied with
your replacement gear box.
Do not transfer part until
thoroughly flushed

Do not tamper with steering
valve body, this is pre-set at
the factory.
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TROUBLESHOOTING CHRYSLER POWER STEERING GEAR BOXES

Chrysler vehicles 1962-1972 (27-6546), 1975-1988 (27-6542)

Whine or growl noises. 
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Hard steering or lack of assist.

Binding in steering or leakage.
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thoroughly flushed

Do not tamper with steering 
valve body, this is pre-set at 

the factory.

Application:

Cause:

Problem:

Note:

Solution:

Control
Valve Body

Steering
Valve Body

Control Valve Body

Steering
Valve Body

Spool Valve

Spring

Gasket

End Plug

Power Piston

“O” Rings

“O” Rings

Spring

For other ProTech® publications, visit www.cardone.com

©2020 CARDONE Industries, Inc. ProTech® is a registered trademark owned by CARDONE Industries, Inc. CARDONE™ is a pending trademark registration owned by CARDONE Industries, Inc.


