
JD7235 PT58-0006

G.M. Water Pumps - CARDONE™ Part Numbers 58-147 and 58-320.

The original pulley studs or bolts do not fit the replacement unit, causing
cross-threaded or stripped hub bolt holes on replacement unit.

Use of incorrect studs in hub bolt holes or the wrong pump.

Verify the water pump application. The pumps are similar except for the
tapped hub hole threads.
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Difference between 58-147 and 58-320

G.M. Water Pumps - CARDONE Part Numbers 58-147 and 58-320.

The original pulley studs or bolts do not fit the replacement unit, causing
cross-threaded or stripped hub bolt holes on replacement unit.

Use of incorrect studs in hub bolt holes or the wrong pump.

Verify the water pump application. The pumps are similar except for the
tapped hub hole threads. 

Application:

Problem:

Cause:

Solution:

CARDONE Water Pump
Part 58-147 has STANDARD
threads in the hub. [5/16 x 24]

CARDONE Water Pump
Part 58-320 has METRIC 
threads in the hub. [8 x 1.25]

4 Hub Holes
CARDONE™ Water Pump
Part 58-147 has STANDARD
threads in the hub. [5/16 x 24]

CARDONE™ Water Pump
Part 58-320 has METRIC
threads in the hub. [8 x 1.25]

4 Hub Holes
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